


Reversal flow from sewer line
blocked by gate.

Over 250,000 homes are protected from backflow with Mainline Valves.

Mainline valves are the preferred choice of professional plumbers and home builders.

Many municipalities across North America recommend that this valve be used in their
jurisdictions for sewer backup protection.

The •normally openŽ design allows cleaning tools to pass through the body without
getting hooked on the gate when feeding or retrieving the cable. (This prevents the
gate from being destroyed.)

The Mainline Fullport Backwater Valve comes with a •clear viewŽ top
that allows you to see the valve perform. This feature allows easy
inspection of the valve to ensure that it is clean and clear of debris.

The Mainline Fullport Backwater Valve has a built-in main sewer
cleanout in the valve for the rodding of the sewer.

ITÕS IN THE CODE
Recent changes to the Ontario Building Code recognise the value of this new plumbing innovation. Mainline Backflow Products successfully changed the
National Plumbing Code of Canada through its development of the Mainline Backwater Valve, and its innovative "normally open" backwater valve design.
The code now allows main building-drain protection for all new houses across Canada without any other backflow requirement.

ITÕS A SIMPLE SOLUTION FOR THE HOMEOWNER

EASY TO INSTALL FOR CONTRACTORS

RELIABLE SEWER BACK-UP PROTECTION

The construction stage is the most economical and practical
time to install the backwater valve. The valve is installed at
the groundworks stage, before the concrete is poured.

The Mainline Fullport Backwater Valve is installed simply
with the rest of the plumbing just inside the foundation wall
with little or no extra labour charges.Non-Flow

Restricting

Normal flow to sewer line

Gate automatically rises upon
reversal flow isolating entire
plumbing system from backflow.

Floats

Clear top

Flow channels on gate and body divert
sewage from inlet
to outlet preventing sewage buildup.
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Fullport patented 
Ònormally-openÓ design
offers no restriction to
flow and allows free 
circulation of air through
the plumbing system

EASY MAINTENANCE & INSPECTION FOR HOMEOWNERS

Clear Transparent Lid
Model# ML4963A

Mainline Access Box
Model# PE2013

>>Flooding can sometimes cause sewage from sanitary sewer lines to back up into houses through drain pipes. These backups not only cause
damage that is difficult and costly to repair, but they also create health hazards and a devastating experience for the homeowner. Backwater
valves prevent the flow of sewage into houses through drain pipes. The award winning Mainline Fullport Valve provides automatic sewer
backup protection, protecting the home and adding peace of mind for the owner.

FOR THE BUILDER
During construction, sewer backups are common and are generally caused by mud
entering the sanitary sewer system. This mud causes blockages and creates backflow
through the laterals and back to the basement. This can result in a very messy clean up!
The Mainline Fullport Valve provides a remedy for this situation. By simply inserting a wedge in
the valve's internals, the gate will remain closed during construction and keeps mud out of the system.
The optional wedge can be easily inserted through the clean out of the valve and just as easily removed
after construction is completed. 
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Built in sewer
clean out
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Mainline Backflow Valve
Installed just inside basement wall
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